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Measurements on this plan have been secured by KEAGGY from ovable
LEGEND iformation, but KEAGGY fo the accwory of sich
. «—— FACE OF COUNTER BY MILLWORS ' “'“m”, e mew .
EXISTING WALL TO REMAIN 5/&“ GYP. BD., TYPE X, TYF. . FABRICATOR desigs oonined hee ot the ppery
EXSITING CONCRETE SHEAR WALL i i SRR c ONT?NU ouUs METAL EDGE 5/8" GYP. BD., TYPE X, TYP. port, without first securing the written permission of KEAGGY.
STRIP ’. % SEALANT BY G.C. B PROJECT COORDINATION FOR
_ .
’ZE)IN Z‘gA‘ék Srgéf sm;&st é %f’ %Ué“ BOARD OVER PROOF LOAD TESTS FOR EXPANSION TYPE ANCHOR BOLTS ;\\ALUL ;Togéf’gﬂuﬁggég%ug\q\lg ?Gﬁé\/éﬁg;w FXED SNEEZE GUARDS w END ;. FOOD SERVICE DESIGN:
UNLESS OTHERWISE NOTED EXISTING METAL STUDS | BOLTS SHALL HAVE 1.C.B.O. APPROVAL CLEANABLE LEGS, COMMERCIAL CASTERS, RETURNS TO BE BRASS SMITH gg\@?\ﬁgggfgw BASE § | 6 GA. BURNISHED /5 DAVE KEAGGY & ASSOC.
Bl Fs FLOOR SINK 3/8" @ wl SIS HILTI EXPANSION ANCHOR KWIK BOLT 3 w/ 3" MIN. Tﬁfgﬁ”gﬁﬁ‘gﬁﬁﬁéﬁc‘%@?%'l’%“&“ A LNDUSTR‘ES OREQ. e é
6” X 16 GA TRACK BACKING EMBEDMENT ICC ! " CLEAR TEMPERED GLASS w K 3806 NORTH 30TH STREET
PLATE SCREWED 10 ESR# 2302 CONCRETE CURB VINYL LOGO APPLIED EPOXY FLOORING ROLL ON g § CERAMIC.TILE BY DAL-TILE PHOENIX, ARIZONA 85016
QIFD  FLOOR DRAN NEW/EXISTING METAL STUDS. PERA INDUSTRIES POLYMERS | | | TEL: 602.273.1900 FAX:602.273.9937
KING PLATE ON 2. ALL CONCRETE ANCHOR BOLTS OF THE EXPANSION TYPE, /5 TABLE g : £/ :602.273.
&} co FLOOR DRAIN CLEAN OUT EAﬁlgT%lﬁ\%EPAI\IT(T)”’C(:)A’\II\%TEEOEF%[NG OF (LOADED IN EITHER PULLOUT OR SHEAR), SHALL HAVE 50 DAVE KEAGGY
( ) METAL PLATE IS PERMITTED PERCENT OF THE BOLTS, (ALTERNATE BOLTS IN ANY GROUF ¢ EXISTING FLOOR.
€ EXISTING ¥ ARRANGEMENT), PROOF TESTED IN TENSION TO TWICE THE
EXTS%%SP%%TYEOQS‘ A MINIMUM OF ALLOWABLE TENSION LOAD. IF THERE ARE ANY FAILURES, THE l EXISTING FLOOR ROBERT GINSBERG & ASSOC.
187 X 18" RANDOM COLOR TLE FOR CAFETERA IMMEDIATELY ADJACENT BOLTS MUST THEN ALSO BE TESTED. CONTINUOUS SHEET VINYL DETAIL CUSTOMER BASE WALL TOPSET 5015 LINDBLADE STREET
cRousr{C Tf}s{a%}(s GNFSOUT Eusmm BLD'G. PROD. S 3—#10_SCREWS AT EACH TYPE OF TVPE OF TEST BOLT CULVER CITY, CA 90232
— EXISTING TO REMAIN T STUD, TYP. 27 0O.C. BIAMETER — — TEL: 310.815.2000 FAX: 310.841.6228
WATERIALS 38 o PANELS. MARLITE MFG G SO o acTOR BOB GINSBERG
" 6" X 6" FOOD SERVICE AREA FLOORING /2’ 5187 347 T B2 PLAGED ON BACKSIDE o ‘
" % gggg?%}’gﬁ g{ﬁiR{é%%ZFQgﬁ GUTom BLDG. PRODUCTS 2000 2500 4300 Lo 29 OF STEM WALL & COVER HONEY STRAND-BOARD :j) SEALANT BY ©.C. KENNETH L. BUTTS, AlA
E BLOCKING AT FLOOR. SERIES PLYBOO WALL FINISHED +6" COVED TOFP SET
Z EXISTING TO. REMAIN IC‘OONC!RSE TORQUE WRENCH-TORQUE, FT. LBS 25 50 0 WHITE OF £ \ oo BACE BY E.C. TILE 124 STAGECOACH ROAD
TILE SOURCE: 5.5 VB BIOME 108 18 s i)ﬁﬁ l BELL CANYON, CA 91307
ARIZONA TILE ~~HT OVER EXIBTING TILE N CERAMIC FLOOR TILE TEL: 818.999.4272 FAX: 818.999.4321
3636 E. THOMAS ROAD, PHOENIX. AZ. 602.279.4478 — KEN BUTTS
KEYNOTES /
o S ot 3.5" (B9mm) x4 GA NOTE: COVE BASE TO BE
1. CABINET CONTRACTOR SHALL COORDINATE WITH THE GENERAL CONTRACTOR. 9.SMMIEXPANSION | 1 /(1 98mm)(MIN) FLANGE CROSSVILLE CERAMIC TOP SET =
THE SETTING OF ALL NECESSARY BACKING AS RELATED TO  THERR - ANCHOR (DO NQT FOOT(TYP. ALL 4 LEGS) FABEO BT ©
FILL HOLES L X
INSTALLATION. : :
2. WHERE ELECTRIC WORK IS SPECIFIED IN CONJUCTION WITH THE CABINETRY, Cufin |5TMINEMBED DAL TILE COVE BASE MATCH EXISTING FLOOR
THE CABINET CONTRACTOR SHALL COORCINATE THEIR WORK  (CUTOUTS * FLOOR INTEGRAL &'x6" ASHEN TOP SET CABINET/CUSTOMER BASE
FOR THE SWITCHES, OUTLETS, ETC.) WITH THE ELECTRICAL CONTRACTOR P GREY #Q3565 /
; GROUT: CBP #60 CHARCOAL :
3. ALL FINISHES SHALL BE APPLIED ACCORDING TO THE MANUFACTURERS , ,
SPECIFICATIONS. ALL WALL AND FLOOR FINISHES SHALL BE APPLIED : TILE COVE BASE CONDITIONS /¢
ACCORDING TO THE MANUFACTURERS SPECIFICATIONS. FIXED SNEEZE GUARD & COUNTER SECTION 2 L\
ELEVATION ‘ SCALE: 3”=1 B CONSULTING ENGINEERS
4. ALL FINISH MATERIALS SHALL MEET THE LOCAL FIRE RATING LLEVALDIN SCALE: 1”=1"’
REQUIREMENTS.
5. ALL OCCUPANCY SEPARATIONS SHALL BE OF THE FIRE RESISTIVE * NOTE: WALL BACKING LENGTHS ARE MINIMUM. ALWAYS SILVER ROTH & ASSOC.
CONSTRUCTION SPECIFIED IN SECTION 302.3 & SECTION 302.4, TITLE 24 EXTEND TO NEXT STUD OVER IN EACH DIRECTION.
U.B.C SEE BUILDING CONDITIONS PLAN. BACKING TO BE 5111 SOUTH FAIRFAX AVENUE
AGE METAL MINIMUM
M6.  NOTE REGARDING FINISHES: CASH REGISTER PLAN / SECTION 4 16 GUAGE METAL LOS ANGELES, CA 91307
PLASTIC LAMINATE AT CASEWORK AND DOORS., LAY—IN CEILING TILES, WALL TEL: 323.935.3700 FAX: 323.933.3874
' ) ,9____ 3
COVERINGS MATERIALS AND TACKABLE SURFACES SHALL MEET AND BE FRE ALARM NOTES SCALE: 17=1 TYP. WALL BACKING DETAIL FELIX ROTH ELECT. ENGINEER
CLASSIFIED AS CLASS 11 AS SET FORTH BY TABLE P42-A (FLAME SPREAD — 3
INDEX 26-73) 1. FIRE ALARM SYSTEM TO BE UNDER SEPARATE PERMI. SCALE: 1/2"=1
COMEAU ENGINEERS, INC.
7 ALL INCANDECSENT SioHT FIXTURES TO BE ON DINMERS, SUPPLIED BY THE 2. CONTRACTOR TO COORDINATE DESIGN/BUILD SYSTEM APPROVAL AND 3128  ATWATER AVENUE
: INSTALLATION
’ LOS ANGELES, CA 80039
8.  CEILNG FINISHES SHALL BESMOOTH AND EASILY CLEANABLE. ROUGH : . .
3. SHOP DRAWINGS AND DEVICE SPECIFICATIONS & LOCATIONS TO BE REVIEWED SNEEZE GUARD PROTECTION MUST BE PROVIDED TEL: 323.665.5946 FAX: 323.665.1478
TEXTURES ARE NOT PERMITTED EXCEPT IN ADMINISTRATIVE AREAS ~ ONLY BY ARCHITECT OF RECORD & FIRE DEPARTMENT FIELD INSPECTOR. WHERE FOOD IS DISPLAYED OR CUSTOMER SELF NOTE TO CUSTOM S/S FABRICATOR: , BILL COMEAU MECH. ENGINEER
PER SECTION 420A.9.4. JAMBA JUICE 3—COMPARTMENT SINK TO HAVE ,
; FORMED BY SYSTEM INSTALLER IN THE SERVICE FOODS ARE PREPARED. DISPLAYS OF 16"21” IN SIZE w/ 18" DRAIN BOARDS BOTH — (4N
4. FIRE ALARM TESTING TO BE PRE Y _SYSTEM UNPACKAGED FOOD SHALL BE SHIELDED AS TO —~ &,
8.1 INTERIOR WALL FINISHES SHALL BE SMOOTH, WATERPROOF AND DURABLE. PRESENCE OF LAFD FIELD INSPECTOR, PRIOR TO OCCUPANCY. G O S BT WEEN CUSTOMERS ENDS. OVERALL WIDTH OF UNIT IS 867x28". —
ROUGH TEXTURES ARE NOT PERMITTED EXCEPT IN ADMINISTRATIVE AREAS " " PLUMBING HARDWARE TO REMAIN AS SPECIHED R I
ONLY. SPECIFY GYPSUM BOARD FINISH TEXTURE; EG. ORANGE PEEL, PER SPECIFIC FIRE RATED FINISHES MOUTH. BETWEEN 54" & 60" ABOVE THE FLOOR _ f 3
SECTION 420A.9.3. ; ” ‘
2093 CLASS Il FLAME SPREAD INDEX: 75 MAX. _ ' TO% B'EUI-\NT&*HRC‘;:Q?D ﬁg?gmﬁ“‘f }' o
9. FLOOR FINISHES SHALL BE SMOOTH, WATERPROOF AND DURABLE PER SMOKE DENSITY RATING: 450 MAX. . E) CEILING
SECTION 420A.9.1.1 AND TABLE 420A.9.3 1. WOOD PARTITIONS MUST BE OF FIRE RETARDANT TREATED WOOD ILDING STRUCTURE SEE — | :
A A 2. CLASS 1 25 WAX. — PAINT_BACK WALL ST o b AT AL Ml FOOD SERVICE OPERATOR:
10. GENERAL CONTRACTOR TO COORDINATE MECHANICAL AND HVAC ITEMS IN FLAME_SPREAD OF FINISH MATERIAL E’%@‘sﬁfﬁg’%@%%s e BENJAMIN. MOORE SERIES: AL 5. C&PNE?)% (ﬁ\% NOTE FOR MENU BOARD: °
CEILING WHERE APPLICABLE. m " -
FLOOR: ABSORBTION ASTM C37C LESS THAN 3% . COLOR BLOX SERIES #A1101 \ CARROT STICK #2016~-30 ] | L - 1. CONTINUOUS FRAME
12.  METAL SUSPENSION SYSTEMS FOR LAY—IN CEILNG SYSTEMS. DALTILE QUARY TILE 6" X6" ABRASION RESISTANT ASTM C501 V LIME—AID 6"x12” ELECTRIC SLIDE #404 ] ] ] ] - 1w/ INSET METAL PANEL
1. W/ COVE BASE INDEX OF 35 OR BETTER SUNSHINE YELLOW #2021 FOR MAGNETIC GRAPHICS.
13.  SUSPENDED ACOUSTICAL CEILING SYSTEMS ACCEPTABLE TO THE HEALTH SLIP RESISTANCE ASTM C1028.60 OR BETTER (/ WALL BACKING 2. ALL EXPOSED WOOD STAINED
DEPARTMENT TERRA NERA UNGLAZED 16" X16" ANSI A118.3 - - - - TO MATCH PLYBOO HONEY
M  SUSPENDED CEILING SYSTEMS BY CHICAGO METALLIC CORP. PRODUCT CERAMIC TILE W,/ MATCHING - - ] ] _ — 1 STRAND BOARD.
ACCEPTANCE NO. PA-026 OR EQUAL — RUNNER (SERIES 1800) #1870 TOPSET COVE BASE & EPOXY 3. WALL MOUNTED MAPLE RAILS SODEXO CAMPUS SERVICES
ICBO #19005 ACOUSTICAL CEILING TILE U.S.G. INTERIORS INC — GYPSUM MORTAR AND GROUT w/ SILVER POWDER COATED FULLERTON COLLEGE
CEILING PANELS #3270 STIPPLE WITE ICBO #1349 OOR EQUAL. WALLS: STEEL END CAPS. CAMPUS COMMONS BLDG. #200
321 EAST CHAPMAN AVE.
14.  ALL NEW ACOUSTICAL CEILING TILES AND GRID TO BE INSTALLED BY U. S. GYPSUM WALL BOARD STA. SMOOTH OR EQ: ASTM C-36,
GENERAL CONTRACTOR. 2. OR EQUAL: ggakfsgg}_&yzg gg —F['YR*EE S,QII::LD OR . FULLERTON, CALIFORNIA 92832
: - i © :
15.  EXISTING SPRINKLER HEADS TO REMAIN, MODIFY AS REQUIRED—-SEE SS—-L-30D TYPE Il [ N 4 q1 P > ?g%‘?g??;;mv&s; 71%’;‘5’;?;7 MNGR.
KEYNOTE #11 BELOW. MARLITE FIBERGLASS REINF. CLASS | ABPA P5 59-73 e - : 714.732. : 714.371.
PANELS OR EQUAL: FIRE RATING TEST (ASTME—84) — ATIN: RICK NARGI  DISRTICT MNGR.
16. GC TO REPAIR AND RE—SERVICE ALL EXIT SIGNS AS REQUIRED BY = TEL: 714.719.2731 FAX:714.744.7643
FACILITIES MAINTENANCE AND LOCAL CODES. MARLITE (F.R.P. =FIBERGLASS REINFORCED PANELS) , . - '
17.  GC IS RESPONSIBLE FOR PROVIDING ENGINEERED FIRE LIFE SAFETY CLASS A= FLAMSPREAD < 15/SUOKE DENSITY <23 [te : i Bk l B cLent:
" DRAWINGS, WITH ARCHITECTS APPROVAL, FOR RELOCATION AND VERIFICATION CLASS C= FLAMSPREAD < 165/SMOKE ?ENS‘TY <330 ‘ N e
OF ALL FIRE SPRINKLER DROPS, SMOKE DETECTORS, HEAT DETECTORS AND DAL-TILE CERAMIC TILE OR EQ:  FLAMABILITY LIMITS IN AR BY 2 K
STROBES TO COMPLY WITH FIRE LIFE SAFETY REQUIREMENTS AND LOCAL OR EQUAL: VOLUME LOWER THAN 2.6% AND T :
CODES. UPPER 12.6% © BOILING POINT 212 -
DEGREES FAHRENHEIT Lo} .
18. GENERAL CONTRACTOR TO VERIFY EXACT LOCATION OF EXISTING FLOOORING FAUX PAINTED FINISH: CLASS A RATING, FLAME SPREAD -5 ' o
& THE EXACT AMOUNT OF NEW MATERIAL REQUIRED TO FINISH THE N
OR EQUAL: SCRUB ABILITY: ASTM D-2486 WASH/ -
REMODEL PER PLAN. s NG STAIN RESIST.: ASTM D—1308-57 M (il
19. GENERAL CONTRACTOR TO VERIFY IF ANY UNDERCOAT SEALANT WILL BE o
ARMSTRONG ACOUSTICAL CEILING  CLASS |, FLAME SPREAD 0.25. *
REQUIRED PROIR TO NEW FLOOR INSTALLATION, : i
PANELS, OR EQUAL: ASTM E—84 ' I A I
— — N
g20. CEILNG FINISHES SHALL BE SMOOTH & EASILY CLEANABLE. ROUGH U.S. GYPSUM ACOUSTICAL FIRECODE C, SUBSURFACE BURNING “\) | L 1/4" CLEAR
TEXTURES ARE NOT PERMITTED EXCEPT IN ADMINISTRATIVE AREAS ONLY PER CEILING PANELS, OR EQUAL: CHARACTERISTIC: CLASS | ASTM E-84 __custom L_class FiLLER L UTR L CUSTOM S/S TABLE L_ICE MACHINE L—HAND SINK w/ L HONEY STRAND 6" CERAMIC L— TEMPERED GLASS  — TABLE HANDOFF . ECISTERS
SECTION 420A.9.4 e A COUNTER Tope (HEALTH DEPARTMENT APPROVED) S/S TABLE REFER 3—COMPT UTILITY SINK & CUBE BIN SOAP & TOWEL PLYBOO WALL COVE BASE w/ VINYL LOGO TO CUSTOMER 60" HIGH NORTH ORANGE COUNTY CCD
21. INTERIOR WALL FINISHES SHALL BE SMOOTH, WATERPROOF & DURABLE. * o | w/ 6" BACKSPLASH w/ OVERSHELF & HARDWARE DISPENCER FINISH:CLEAR TOP SET APPLIED PANEL WALL 321 EAST CHAPMAN AVE.
ROUGH TEXTURES ARE NOT PERMITTED EXCEPT IN ADMINISTRATIVE AREAS FORMICA PLASTIC LAMINATED GRADE 50 HGE, CLASS 1 ./ RETURN FULLERTON, CALIFORNIA 92832
ONLY. SPECIFY GYPSUM BOARD FINISH TEXTURE; EG. ORANGE PEEL, PER PANELS OR EQUAL: gLYBOO EACE
SECTION 420A.9.3 CORIAN/ AVONITE RESIN FLAME SPREAD 20, CLASS |, ATTN: ADAM M. O'CONNOR
PLASTIC, OR EQUAL: ASTM 15 : )
22. FLOOR FINSHES SHALL BE SMOOTH, WATERPROOF & DURABLE PER FORMICA PLASTIC LAMINATED GRADE 50 HGE, CLASS 1/ ASTM—E~84 ?E'f 733225 ’7054””5& ;:Ca, g:;u;?ﬁ[:
SECTION420A.9.1.1 AND TABLE 420A.9.3 , ~E- 714.992. 714.992.
SHEET METAL BACKING FLAME SPREAD 20 SMOKE DENSITY 45 .BAQK ELEVATION B FRONT ELEVATION A O PROJECT
5. METAL STUDS/ SIGNAGE BACKING SCALE: 1/2”=1’ SCALE: 1/2”=1’ '
U.S. ALUMINUM ASTME 330 N/ALLOY & TEMPER MAKE-UP #606375 SERVERY RETROFIT &

FIRE DEPARTMENT NOTES

AR FILTRATION 283 COSMETIC FINISHES

1. CLEARLY IDENTIFY THE LOCATIONS OF THE FIRE AREAS, FIRE WALLS, FIRE 6. VCT @ SERVERY & DINING AREAS:

BARRIERS AND FIRE PARTITIONS ON THE PLANS. PROVIDE COMPLETE " ASTM F 1066CLASS 7
LEGENDS AND DETAILS.(702) ASTM E 648 CRITICAL RADIANT FLUX CLASS |
| R E 585 SOkt MATERIAL FINISH SCHEDULE

2. FIRE RATED ASSEMBLIES SHALL BE PER TABLE 720, GENERIC ASSEMBLIES OF "7
GYPSUM HANDBOOK, HAVE LARR APPROVAL OR ICC APPROVAL.

3. SHOW THE FIRE SEPARATION DISTANCE; TO INTERIOR LOT LINE; TO ROOM NAME FLOOR BASE - 3/8" radius coved WALLS CEILING > ON
CENTERLINE OF THE STREET, AND TO PROPOSED OPENING @ EAST ELEVATION. | | | . B REVISIONS:

THE DISTANCE SHALL BE MEASURED AT RIGHT ANGLES FROM THE FACE OF : : : . I ~ ALL -
THE WALLS.(702) 0 JAMBA JUICE STATION Quarry Tile 6" high quarry tile. Back wall: Crossvile Sheet rock with light colored > ALL A\ DATE
IN SERVERY Dal Tile 6"'x6" Ashen Gray Dal Tile Cove base +6" Ceramics, Color Blox Series semi gloss enamel paint with (
gt ENVELOPE CEILINGS MUST SATISFY THE FOLLOWING CONDITIONS OF SECTION #0703 W/ #Q3565 #A1101 Lime-Aid 70% LRV ‘ | T T 7 il
714.2.1: Al : =

A. ENVELOPE CEILINGS MUST NOT BE USED TO PROVIDE FIRE PROTECTION FOR Custom Bldg Products Grout w/ Custom Bldg Products Size 6"x12" Color: white. : (E) CONCRETH SLAB
BEAM AND GIRDERS SUPPORTING MORE THAN ONE FLOOR OR ROOF, OR .

SUPPORTING LOAD BEARING OR NON BEARING WALLS MORE THAN TWO Charcoal #60 Grout Charcoal #60 Benjamin Moore Paint { B
STORIES HIGH. 3 .4

B. STRUCTURAL MEMBERS PROTECTED ON ALL SIDED FOR THE FULL LENGTH Semi-gloss (2 coats) ; = oL 44’ e
WITH MATERIALS HAVING THE REQUIRED FIRE—RESISTANCE RATING. e . ' <

C. MEMBRANE PENETRATIONS OF STEEL, FERROUS, OR COPPER CONDUITS WITH TER ~ ‘ U S TN
MAXIMUM 6 INCH DIAMETER SHALL HAVE THE ANNULAR SPACE PROTECTED ‘émeB:E‘éU!CE COUN Plyboo Honey S/trand f : , I\\ SHEET TITLE:

AND MUST BE LIMITED TO 144 SQUARE INCHES OF CEILING AREA. DUCT Board Panels w/ clear finish ‘ S
OPENINGS MUST BE PROTECTED BY APPROVED CEILING FIRE DAMPERS. e : l EMANFACTURED :

D. INDMVIDUAL ELECTRICAL OUTLET BOXES MUST HAVE BEEN TESTED FOR USE IN - e - ; - et ~ e ‘ ' NG JAMBA JUICE FOOD
FIRE—RESISTANCE—RATED ASSEMBLIES WITH LARR OR ICC APPROVAL. EXISTING SERVERY Ceramic Porcelin Dal Tile 4" Top Set Ceramic Porcelin | Sheet rock with light colored Sheet rock with light colored | MOUNTING ‘?MTE ; , o
PENET TO REMAIN. THIS AREA IS 12'x12" or EQ. Dal Tile: 4'x12" or EQ. semi g!oss enamel paint with semi gloss enamel paint w;th ‘ \ - (4y § DIA. HIET) EXPASION ‘SERVICE - DETAILS, - #

5. RATIONS IN WALLS REQUIRING PROTECTED OPENINGS MUST BE ' ; CHOR KWIK BOLT TZ w/ 2" MN.|  QpF
FIRESTOPPED WITH AN APPROVED MATERIAL IN ACCORDANCE WITH SECTION OUTSIDE OF THE JAMBA Grout: Custom Bldg. Grout: Custom Bldg. , 70% LRV. 70% LRV. : L VBED, (CC#ESR.30 SECTIONS, MATERIAL
23 BENER PG MR S5O0 o JUICE STATON Producs  TobaccoBrown | Products  Tobacoo Broun | Coor: Wi Cobr. v e FINISHES & NOTES, .

A STEEL, COPPER OR FERROUS PIPES OR CONDUITS MAY PENETRATE CONCRETE #52 #52 o e | N ik " 1IOE 7 REGOLATION SERICE \
OR MASONRY WALLS WHERE THE PENETRATING ITEM IS A MAXIMUM 6 INCH — — ~ ; ‘ | : ” 120
DIAMETER ﬁ?DSJSERéR&Acggs THE OPENING THROUGH THE WALL DOES NOT KITCHEN & WARE Quarry Tile 6" high quarry tile. Wall Sheet rock with light Armstrong or EQ. Lay-in 2x4' - | 48.0° MAX| 57 | BT {}ﬁ 112545

B. MEMBRANE PENETRATIONS OF MAXIMUM 2 HR FIRE RESISTANCE RATED WALL WASHING ROOMS Dal Tile 6'x6" Ashen Gray Dal Tile Cove base +6" colored semi gloss enamel ceiling tile. Washable o 28" E‘f} » B DATE:

SAeE WS e RS PRt SRS s i B o Foresw Wi pat wih 0% LV stacee pr helth cod e
SQUARE INCHES FOR ANY 100 SQUARE FEET OF WALL AREA. OUTLET BOXES Custom Bldg Products Grout | w/ Custom Bldg Products Color: White metal grid. 04/ 30/ 1:%;
ggR%%c%igEDg%sc Eo% gvgli.S'N%ZEI;ARTtTiONS MUST BE SEPARATED BY A Charcoal #60 Grout Charcoal #60 A e

M. WHERE WALLS ARE PENETRATED BY OTHER MATERALS OR WHERE LARGER FRP "MARLITE" Panels: As occurs sheet rock with M SCALE:
OPENINGS ARE REQUIRED THAN PERMITTED IN (B) ABOVE, THEY MUST BE Bright White #P199 w/ light colored semi gloss EXISTING FRONT AS SHOWN
QUALIFIED BY TESTS CONDUCTED IN ACCORDANCE WITH SECTION 712.3.1.1. Mouldings & trim enamel paint with 70% LRV. ’ , COUNTER

6.1. SMOKE AND FIRE DAMPERS MUST BE INSTALLED IN THE FOLLOWING Color: white. 2—-10 B DRAWN BY:
LOCATIONS PER SECTIONS 716.3.1. ‘ :

T P TATIoNS OF AR é’ﬁ%k?gé”s,"&é’é??“é’x% s ToN J1oa:1: EXISTING DRY STORAGE Quarry Tile 6" high quarry tile. Wall Sheet rock with light DCK / RBG
EXIT PASSAGEWAYS WHERE THEY ARE NOT ALLOWED TO PENETRATE.(716.5.2) ROOM Dal Tile 6"'x6" Ashen Gray Dal Tile Cove base +6" colored semi gloss enamel I [ o

o o :

7. DUCTS PENETRATING SHAFTS. (716.5.3) ém;% iwwél da Products Grout @Qgggt‘z m Blda Products ?:?grw\x/?wi:gﬁ LRV. (F)CERAMIC 16&@ FLOOR \(E)QUARRY 6"x6" FLOOR B JOB NUMBER:
DUCTS PENETRATING FIRE PARTITIONS AND FIRE-RATED CORRIDOR WALLS. SEE u g ucts arou g : TILES IN RETAIL/SERVERY AREA TILE IN FOOD DISPLAY AREA. 080111
EXCEPTION FOR STEEL DUCTS WITH NO OPENINGS INTO CORRIDOR.(716.5.4) Charcoal #60 Grout Charcoal #60 TOP—SET CERAMIC TILE AT COVE. INTREGAL COVE BASE TILE.

A. DUCTS PENETRATING SMOKE BARRIERS.(716.5.5) - FRP "MARLITE" Panels: SEE DETAIL 2 + /- 30LBS (29.5.BS)

B. DUCTS PENETRATING HORIZONTAL ASSEMBLIES.(716.6) Bright White #P199 w/ :

8. THIS BUILDING MUST BE EQUIPPED WITH AN AUTOMATIC FIRE EXTINGUISHING SYSTEM, Mouldings & trim W SHEET NO:

COMPLYING WITH (NFPA—13); THE SPRINKLER SYSTEM SHALL BE APPROVED BY

PLUMBING DIV. PRIOR TO INSTALLATION.(903.2.7 : ' o o —N

( ) DINING / SEATING ROOM Wood Floor & Carpet NEW Paint Grade Base Wall Sheet rock with light Sheet rock with light colored
(Commercial Grade) Board. Wood +4" Cove colored semi gloss enamel semi gloss enamel paint with |
Base. Semi-Gloss paint with 70% LRV. 70% LRV. : - O
Color: White Color: white. LCD PLACEMENT & SECTION MOUNTING DETAIL I\ 3 .
SCALE: 1/2”=1" SCALE: NTS
H B N ] [ H = B B ‘ l




